2011 Australian Mining Technology Conference

“Decision Support - embedding process capability in mining systems”

12-14 September 2011
Noosa, Queensland

Published by:
CRCMining
Building 101, 2436 Moggill Road, Pinjarra Hills Queensland 4069, Australia

CRCMining is not responsible as a body for the facts and opinions advanced in any of its publications.
Contents

DEVELOPMENT OF A DRAGLINE IN-BUCKET BULK DENSITY MONITOR
Alex Bewley, Rajiv Shekhar, Ben Upcroft and Paul Lever 1

A NEW, ELECTRONIC METHOD FOR INTRINSIC SAFETY TESTING
Rajiv Shekhar, Edward Prochon, and Paul Lever 11

APPLICATION OF LEARNING FROM DEMONSTRATION TO A MINING TUNNEL INSPECTION ROBOT
Fenglu Ge, Wayne Moore and Michael Antolovich 28

METHANE CONCENTRATION MEASUREMENT USING TUNABLE DIODE LASER IN NEAR INFRARED SPECTRUM
Javad Shemshad, Sailed M. Aminossadati, and Mehmet S. Kizil 36

STATIC COMPENSATORS FOR VOLTAGE CONTROL IN MINING APPLICATIONS
James Shackelford, Robert E. Betz, Terry J. Summers, David Gay, Galina Mirzaeva and David Haneman 44

EXPERIMENTAL SIMULATION OF FLOW BEHAVIOUR IN DRAINAGE BOREHOLES
Nima Noraei, Sailed M. Aminossadati and Eddie Prochon 55

A MONTE CARLO SIMULATION FOR PREDICTING TRUCK PAYLOAD DISTRIBUTION
Ranishka Hewavisenthi, Paul Lever and Dihon Tadic 61

RENEWABLE ENERGY RESOURCES IN MINING
Terry J. Summers, David Gay, Zach Curran, Robert E. Betz and Galina Mirzaeva 73